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New NB-series 
Programmable Terminals

5.6 inch 7inch
■ 65,536 colors
■ QVGA 320×234
65,536 colors65,536 colors
QVGA 320×234QQVGA 320×234

USB

RS-232C/422A/485×1
RS-232C×1

24VDC

NB5Q-TW00B

■ 65,536 colors
■ WVGA 800×480
65,536 colors65,536 colors
WVGA 800×480WWVGA 800×480

USB

RS-232C/422A/485×1
RS-232C×1

24VDC

NB7W-TW00B

Power indicator shows 
operating status

NB7W-TW00B

Wide screen and 
Color TFT. Easy to 
arrange text and 
image

RESET Button

24-VDC terminals 
with locks   

USB port for high-
speed transfer of  
HMI screens COM1 for RS-232C

COM2 for 
RS-232C/422A/485

DIP switch to set 
HMI mode

・Company names and product names in this document are the trademarks or registered trademarks of their respective companies.
・The product photographs and figures that are used in this catalog may vary somewhat from the actual products.

Wide Display, Color TFT, Long-life LED Backlight

Complete I/O Functions

Select from two sizes: 5.6-inch and 7-inch.  Let the NB-Series handle your applications.

2



An NB-series PT can communicate through two ports simultaneously so that you can connect two different devices, 
including a PLC, inverter, temperature controller, or BCR.

All NB-series PTs provide 65,536 colors and a TFT LCD with 
a long-life (50,000 H) LED backlight

Connect two communications ports simultaneously

They are easy and quick to learn and use.

Use standard C-language macros

Long-life

hour
50,000

20
21
22
23
24
25
26

short buf[2]={0};
ReadLocal(“LW”,200,2,(void*)buf,0);
WriteLocal(“LW”,202,2,(void*)buf,0);

*/
int MacroEntry()

return 0;
{

An NB-series PT has 1G bits of FROM so that you can 
load many screens and the required contents.

Large memory

wo communications ports simultaneous

50

sly

hourhour
0,000,

taneous

50

NB5Q
NB7W

CP1E/H/L

Inverter

New-generation NB-series PT Features

0M 20M 40M 60M 80M 100M 120M 140M

NB7

NB5

NP5

Memory capacity (including system area)

4M

128
MB
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Omron HMI is manufactured as same production line and manufacturing process  as PLC with clean and prevent 
static electric  environment.

The NB5/NB7 PTs are manufactured with the same technology, processes, 
and infrastructure as our highly reliability PLCs and Sensors.

OMRON design and manufacturing technology produces 
high-quality products

A USB port enables high-speed uploading and downloading of screens, easy 
connection and application of the NB-Designer Screen Design Software, and 
easy building of your system. 

Advanced Functions for Compact Solutions

The new NB-Designer Support Software 
lets you make HMI screens easily and 
quickly.

Use the USB port for high-speed 
uploading and downloading of HMI 
screens.

Quality check at final stage of NB PTs 
manufacturing

PC board mounting process at NB PTs 
assembly line of Omron factory

PCB of NB PTs
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Ordering Information
International Standards
• The standards are abbreviated as follows: U: UL, U1: UL (Class I Division 2 Products for Hazardous Locations), 

C: CSA, UC: cULus, UC1: cULus (Class I Division 2 Products for Hazardous Locations), CU: cUL, N: NK, L: Lloyd, CE: EC Directives, and KC: KC Registration.
• Contact your OMRON representative for further details and applicable conditions for these standards.

Programmable Terminals

Options

Specifications

* This is the estimated time when the luminous intensity is decreased by 50% per LED at room temperature and humidity. It is a typical value.

Product name Specifications Model Standards

NB5Q 5.6 inch, TFT LCD, Color, 320×234 dots NB5Q-TW00B CE, KC

NB7W 7 inch, TFT LCD, Color, 800×480 dots NB7W-TW00B CE, KC

Product name Specifications Model Standards

PT-to-PLC Connecting cable
For NB to PLC via RS-232C (CJ2/CS1/CP1), 2m XW2Z-200T

---

For NB to PLC via RS-232C (CJ2/CS1/CP1) , 5m XW2Z-500T

Software

NB-Designer runs on the following OS.
OS: Windows XP (Service Pack 1 or higher), Vista or 7
Note: Except for Windows XP 64-bit version
Download from Omron's regional websites.

NB-Designer

Display protective Sheets
For the NB5Q contains 5 sheets NB5Q-KBA04

For the NB7W contains 5 sheets NB7W-KBA04

Attachment NT31/C series to NB5Q NB5Q-ATT01

Item
Specifications

NB5Q-TW00B NB7W-TW00B

Rated Power supply 24 VDC

Operating voltage range 20.4 to 27.6 VDC (24 VDC −15 to 15%)

Power consumption 6 W 7 W

Ambient operating temperature 0 to 50 °C
Ambient storage temperature −20 to 60 °C
Ambient operating humidity 10% to 90% RH (without condensation)

Ambient storage humidity 10% to 90% RH (without condensation)

Operating environment No corrosive gases.

Noise immunity 2,000 Vp-p with IEC61000-4-4 (power supply terminals)

Vibration resistance 10 to 57 Hz with 0.075 mm-single amplitude, 
57 to 150 Hz with 9.8 m/s2 for 30 minutes each in X, Y, and Z directions

Shock resistance 147 m/s2  for 3 times each in X, Y, and Z directions with each time lasting for 11 ms

Dimensions 184(W)×142(H)×46(D) mm 202(W)×148(H)×46(D) mm

Panel Cutout Dimensions 172.4(W)×131.0(H) mm
Applicable panel thickness: 1.6 to 4.8 mm

191.0(W)×137.0(H) mm
Applicable panel thickness: 1.6 to 4.8 mm

Weight 620 g max. 710 g max.

Resistance to environment IP65 (at initial state)
Dust proof and drip proof only from the front of the panel

Battery life expectancy Battery life expectancy: 5 years (at 25 °C)

Applicable standards EC Directives, KC

Host Link 
communication COM Port

COM1: RS-232C, Transmission distance: 15 m Max., Connector: D-Sub 9-pin

COM2: RS-232C/422A/485 (not isolated), 
Transmission distance: 15m Max. (RS-232C), 500m Max. (RS-422A/485), Connector: D-Sub 9-pin

Support Software 
communications

Tool Port COM1: RS-232C

USB Port USB 2.0 full speed device, type B, Transmission distance: 5m

Display

Display device 5.6" TFT LCD 7" TFT LCD

Number of dots 320×234 (H×V) 800×480 (H×V)

Display color 65,536

Effective area 113×85 mm (5.6" ) (H×V) 154×86 mm (7" ) (H×V)

Backlight Service Life 50,000 hours of operating time at the normal temperature (25 °C)*

Front-side LED ON: power connected,  OFF: power disconnected
Touch switches Analog resistance membrane, resolution 1024×1024, life: 1 million touch operations
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Applicable PLCs

Dimensions (Units: mm)

NB5Q-TW00B NB7W-TW00B

Related Manuals

PLC maker NB-Designer display

OMRON
Omron C Series Host Link

Omron CP/CJ/CS Series Host Link

Mitsubishi

Mitsubishi Q_QnA (Link Port)

Mitsubishi FX-485ADP/422BD (Multi-station)

Mitsubishi FX0N/1N/2N/3G

Mitsubishi FX1S

Mitsubishi FX2N-10GM/20GM

Mitsubishi FX3U

Mitsubishi Q series (CPU Port)

Mitsubishi Q00J (CPU Port)

Mitsubishi Q06H

Panasonic FP series

Siemens
Siemens S7-200

Siemens S7-300/400 (PC Adapter Direct)

PLC maker NB-Designer display

Schneider
Schneider Modicon Uni-TelWay

Schneider Twido Modbus RTU

Delta Delta DVP

LG (LS)

LS Master-K Cnet

LS Master-K CPU Direct

LS Master-K Modbus RTU

LS XGT CPU Direct

LS XGT Cnet

Modbus

Modbus ASCII

Modbus RTU

Modbus RTU Slave

Modbus RTU Extend

170.4

134
172.2

14
2

13
0.

8

12
9

184
46

6.2

14
8

13
6.

8

13
5

202

6.2

46

144

189

190.8

Model Panel cutout (H×V mm)

NB5Q-TW00B 172.4 (+0.5/−0) ×131.0 (+0.5/−0)

NB7W-TW00B 191.0 (+0.5/−0) ×137.0 (+0.5/−0)

Cat. No                                                          Model Name

V106 NB-Designer NB Series NB-Designer Operation Manual

V107 NB5Q, NB7W NB Series Setup Manual

V108 NB5Q, NB7W NB Series Host Connection Manual

V109 NB5Q, NB7W NB Series Startup Guide



Related product

CP1EProgrammable Control ler

10 14 20 30 40 60

NA-type Built-in Analog I/O

CP1E-N40D@@-@ CP1E-N60D@-@
195

90

85
130

90

85

90

85
150

90

85130

90

8586

90

8586

CP1E-N30D@-@CP1E-N14D@-@ CP1E-N20D@-@ CP1E-NA20D@-@

20
Built-in analog : 2 inputs / 1 output

8K
steps

Program
capacity

Number of I/O points

Application ModelsN-type CP1E CPU Units

Program capacity : 8 Ksteps
DM Area capacity : 8 Kwords
Timers/Counters : 256 each

Option Battery

Pulse outputs : 100kHz × 2 outputs *2

Serial communications port : RS-232C

Peripheral 
USB port

Analog adjusters : 2 adjusters

Communications Option board : 1 board *1

Built-in analog : 2 inputs *3

Resolution : 1/6000

Built-in analog : 1 output *3

Resolution : 1/6000

High-speed counters : 100 kHz × 2 inputs and 
                                     10 kHz × 4 inputs

*1. N-type CPU Units (30, 40, or 60 points)
     NA-type CPU Units (20 points)
*2. Models with transistor outputs. 
*3. NA-type CPU Units (20 points)

CP1E-N/NA-type

Lineup

NB Series

N/NA-type CPU Units for small-scale systems.
Option Board for increased expandability.
Compatible with small Programmable Terminals and inverter-controlled position control.
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Read and Understand This Catalog
Please read and understand this catalog before purchasing the products. Please consult your OMRON representative if you have any questions 
or comments.

Warranty and Limitations of Liability

WARRANTY
OMRON's exclusive warranty is that the products are free from defects in materials and workmanship for a period of one year (or other period if 
specified) from date of sale by OMRON.

OMRON MAKES NO WARRANTY OR REPRESENTATION, EXPRESS OR IMPLIED, REGARDING NON-INFRINGEMENT, 
MERCHANTABILITY, OR FITNESS FOR PARTICULAR PURPOSE OF THE PRODUCTS. ANY BUYER OR USER ACKNOWLEDGES THAT 
THE BUYER OR USER ALONE HAS DETERMINED THAT THE PRODUCTS WILL SUITABLY MEET THE REQUIREMENTS OF THEIR 
INTENDED USE. OMRON DISCLAIMS ALL OTHER WARRANTIES, EXPRESS OR IMPLIED.

LIMITATIONS OF LIABILITY
OMRON SHALL NOT BE RESPONSIBLE FOR SPECIAL, INDIRECT, OR CONSEQUENTIAL DAMAGES, LOSS OF PROFITS OR 
COMMERCIAL LOSS IN ANY WAY CONNECTED WITH THE PRODUCTS, WHETHER SUCH CLAIM IS BASED ON CONTRACT, WARRANTY, 
NEGLIGENCE, OR STRICT LIABILITY.

In no event shall the responsibility of OMRON for any act exceed the individual price of the product on which liability is asserted.

IN NO EVENT SHALL OMRON BE RESPONSIBLE FOR WARRANTY, REPAIR, OR OTHER CLAIMS REGARDING THE PRODUCTS UNLESS 
OMRON'S ANALYSIS CONFIRMS THAT THE PRODUCTS WERE PROPERLY HANDLED, STORED, INSTALLED, AND MAINTAINED AND 
NOT SUBJECT TO CONTAMINATION, ABUSE, MISUSE, OR INAPPROPRIATE MODIFICATION OR REPAIR.

Application Considerations

SUITABILITY FOR USE
OMRON shall not be responsible for conformity with any standards, codes, or regulations that apply to the combination of products in the 
customer's application or use of the products.

At the customer's request, OMRON will provide applicable third party certification documents identifying ratings and limitations of use that apply to 
the products. This information by itself is not sufficient for a complete determination of the suitability of the products in combination with the end 
product, machine, system, or other application or use.

The following are some examples of applications for which particular attention must be given. This is not intended to be an exhaustive list of all 
possible uses of the products, nor is it intended to imply that the uses listed may be suitable for the products:

• Outdoor use, uses involving potential chemical contamination or electrical interference, or conditions or uses not described in this catalog.

• Nuclear energy control systems, combustion systems, railroad systems, aviation systems, medical equipment, amusement machines, vehicles, 
safety equipment, and installations subject to separate industry or government regulations.

• Systems, machines, and equipment that could present a risk to life or property.

Please know and observe all prohibitions of use applicable to the products.

NEVER USE THE PRODUCTS FOR AN APPLICATION INVOLVING SERIOUS RISK TO LIFE OR PROPERTY WITHOUT ENSURING THAT 
THE SYSTEM AS A WHOLE HAS BEEN DESIGNED TO ADDRESS THE RISKS, AND THAT THE OMRON PRODUCTS ARE PROPERLY 
RATED AND INSTALLED FOR THE INTENDED USE WITHIN THE OVERALL EQUIPMENT OR SYSTEM.

PROGRAMMABLE PRODUCTS
OMRON shall not be responsible for the user's programming of a programmable product, or any consequence thereof.

Disclaimers

CHANGE IN SPECIFICATIONS
Product specifications and accessories may be changed at any time based on improvements and other reasons.

It is our practice to change model numbers when published ratings or features are changed, or when significant construction changes are made.
However, some specifications of the products may be changed without any notice. When in doubt, special model numbers may be assigned to fix 
or establish key specifications for your application on your request. Please consult with your OMRON representative at any time to confirm actual 
specifications of purchased products.

DIMENSIONS AND WEIGHTS
Dimensions and weights are nominal and are not to be used for manufacturing purposes, even when tolerances are shown.

PERFORMANCE DATA
Performance data given in this catalog is provided as a guide for the user in determining suitability and does not constitute a warranty. It may 
represent the result of OMRONÅfs test conditions, and the users must correlate it to actual application requirements. Actual performance is subject 
to the OMRON Warranty and Limitations of Liability.

ERRORS AND OMISSIONS
The information in this document has been carefully checked and is believed to be accurate; however, no responsibility is assumed for clerical, 
typographical, or proofreading errors, or omissions.

Authorized Distributor:

In the interest of product improvement, 
specifications are subject to change without notice.

Cat. No. V412-E1-01 1211 (1211) 

 © OMRON Corporation 2011  All Rights Reserved.

OMRON Corporation      Industrial Automation Company

OMRON ELECTRONICS LLC
One Commerce Drive Schaumburg,
IL 60173-5302 U.S.A.
Tel: (1) 847-843-7900/Fax: (1) 847-843-7787

Regional Headquarters
OMRON EUROPE B.V.
Wegalaan 67-69-2132 JD Hoofddorp
The Netherlands
Tel: (31)2356-81-300/Fax: (31)2356-81-388

 Contact:  www.ia.omron.com
Tokyo, JAPAN

OMRON ASIA PACIFIC PTE. LTD.
No. 438A Alexandra Road # 05-05/08 (Lobby 2), 
Alexandra Technopark, 
Singapore 119967
Tel: (65) 6835-3011/Fax: (65) 6835-2711

OMRON (CHINA) CO., LTD.
Room 2211, Bank of China Tower, 
200 Yin Cheng Zhong Road, 
PuDong New Area, Shanghai, 200120, China
Tel: (86) 21-5037-2222/Fax: (86) 21-5037-2200

Note: Do not use this document to operate the Unit.


	バインダ2
	h1_h4_1215
	P2_1215
	P2-3_1215
	P4_1215.pdf

	NB_Eng_DS_1215.pdf


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /GCSymbol
    /GCSymbolBold
    /Helvetica
    /Helvetica-Bold
    /Symbol
    /ZapfChancery-MediumItalic
  ]
  /NeverEmbed [ true
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialUnicodeMS
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Impact
    /LucidaConsole
    /Tahoma
    /Tahoma-Bold
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 300
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /JPN <>
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [595.247 841.833]
>> setpagedevice


